
Commonwealth of Kentucky 
Division for Air Quality 

 
PERMIT APPLICATION SUMMARY FORM 

Completed by: 
Min Wang 

 
GENERAL  INFORMATION: 

Name:      Meritor Heavy Vehicle Braking Systems (USA), Inc.    
Address:  5212 & 5284 Highway East, Carrolton, KY 41008 
Date application received:  7/23/04  
SIC    3321 & 3714  
Source ID #: 21-041-00026 
Source A.I. #: 710    
Activity #: APE20040002   
Permit number: V-05-041 

 
APPLICATION TYPE/PERMIT ACTIVITY: 

[  ] Initial issuance   [  ] General permit 
[  ] Permit modification  [X]Conditional major (for HAPs) 

__Administrative  [X] Title V (for Crit. Poll.) 
__Minor   [X] Synthetic minor 
__Significant   [X] Operating 

[X] Permit renewal   [  ] Construction/operating 
 

COMPLIANCE SUMMARY: 
[  ] Source is out of compliance  [  ] Compliance schedule included 
[X] Compliance certification signed 

 
 
APPLICABLE REQUIREMENTS LIST: 

[  ] NSR   [  ] NSPS  [X] SIP 
[  ] PSD    [  ] NESHAPS  [  ] Other 
[  ] Netted out of PSD/NSR [  ] Not major modification per 401 KAR 51:001, 

1(116)(b) 
 
MISCELLANEOUS: 

[  ] Acid rain source 
[  ] Source subject to 112(r) 
[X] Source applied for federally enforceable emissions cap 
[  ] Source provided terms for alternative operating scenarios 
[  ] Source subject to a MACT standard 
[  ] Source requested case-by-case 112(g) or (j) determination 
[  ] Application proposes new control technology 
[  ] Certified by responsible official 
[  ] Diagrams or drawings included 
[  ] Confidential business information (CBI) submitted in application 
[  ] Pollution Prevention Measures 
[  ] Area is non-attainment (list pollutants): 

 



 
EMISSIONS SUMMARY: 
 

 
 Pollutant 

 
 Actual (tpy) 

 
 Potential (tpy) 

 
 PM/PM10 

 
120.6/97.3 

 
1373.2/1343.4 

 
 SO2 

 
0.59 

 
0.59 

 
 NOx 

 
26.8 

 
26.8 

 
 CO 

 
161.7 

 
161.7 

 
 VOCs 

 
145.6 

 
156.4 

 
 LEAD 

 
0.064 

 
1.8 

 
Individual HAPs > 10 tpy 
Combined HAPs > 25 tpy 

 
None 

 
None 

 
 
SOURCE PROCESS DESCRIPTION: 
 
Meritor Heavy Vehicle Braking Systems (USA), Inc. consists of a 12 tph ductile/gray iron, green 
sand foundry, a machining and assembly center, and a residual waste landfill. 
 
The principal operations at the foundry (Carrollton Casting Center, CCC) include a furnace, 
charging, melting, ductile iron inoculation, green sand molding, iron pouring, mold cooling, 
mold shakeout, casting, cleaning, finishing, green sand processing, and core making (cold box).   
The adjacent Carrollton Machine Center (CMC) includes painting operations that are also 
regulated sources of air pollution. 
 
 
EMISSION AND OPERATING CAPS DESCRIPTION: 
 
The source elects to take a 70,000 tpy operation limit on iron processed in order to preclude 
major source status for HAPs. 
 
The source also elects to have a combined paint booth VOCs emission limit of 103 tpy to 
preclude the applicability of 401 KAR 51:017, Prevention of Significant Deterioration (PSD). 
 


